
HF SETUP  VER 1.1 
 
 
HF RADIO 
 
• STBY 
• SETUP 
• SELF ___________  Use the value key to scroll to your 

Assigned call sign for the day. 
• RTN 
• T/R 
• ALE 
• PRESET TO CORRECT NET (#1) 
 
 
KY – 100 
 
• MODE  CT 
• PRESET 1 
You should see in the window (NT bd  1) 
 
 
 
 
 

 
 
 
 
 
 

HF ALE Database – Loading from an ANCD
 VER 1.1 

 
      Cockpit     
• Batt sw – ON 
• Preset – Select desired location (1-6) 
• HF (220) – STBY 
• ⇑ until display reads KEY OPS 
• Press - INIT 
• On Display Press – FILL 
• On Display Press – DATA 
• On Display Press -- LOAD 
 
       ANCD 
• ON/OFF - Press 
• APPL - Enter 
• ANCD - Enter 
• XMT - Enter 
• EQUIP - Enter 
• ARC 220 (AIR FILL) - Enter 
• AUTOMATIC - Enter 
• Follow prompts 
      When the ANCD reads check Parity, wait 20 sec before continuing 
        
      Cockpit 
• On Display Press –- RTN 
• On Display Press –- RTN ( 3Fill) 
• On Display Press –- RTN ( 3Operable) Only PRE will be Operable until 

you assign  a self address 
 
      ANCD 
• If correct on Fill and Operable – Y 
 
       Cockpit 
• HF (220) -- OFF 
• Batt sw– OFF 
 

 
 
 


